
Economical fan spray jet for effective watering.

Features
•	 Winged	base	with	‘Quick’	thread	for	rapid	and	easy	installation.
•	 No	tools	required.
•	 Choice	of	three	spray	patterns	–	360°,	180°,	90°.
•	 Four	color	coded	flow	rates.

Applications
Home and landscaped gardens and horticultural applications.
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Specifications

        SPrAy CoLor PArt PACk PACkS PEr CArton 
 PAttErn  nUmBEr QUAntIty CArton (lbs)

 360˚ Blue 15445 100 50 7.4
 180˚ Blue 15425 100 50 7.4
 90˚ Blue 15415 100 50 7.4

 360˚ Green 15545 100 50 7.4
 180˚ Green 15525 100 50 7.4
 90˚ Green 15515 100 50 7.4

 360˚ Black 15645 100 50 7.4
 180˚ Black 15625 100 50 7.4
 90˚ Black 15615 100 50 7.4

 360˚ Red 15745 100 50 7.4
 180˚ Red 15725 100 50 7.4
 90˚ Red 15715 100 50 7.4

Single Piece Jet

 CoLor AnD PrESSUrE FLow DIAmEtEr rADIUS 
 orIFICE SIzE (psi) (gph) (ft) (ft)

 Blue 10 7.5 5.7 2.8 4.0
 0.04” 15 9.5 6.6 3.3 4.6
  20 11.0 7.5 3.8 5.3

 Green 10 15.0 7.0 3.6 4.6
 0.06” 15 18.8 7.9 4.1 5.3
  20 21.8 8.9 4.7 6.0

 Black 10 19.4 8.4 4.3 5.6
 0.067” 15 24.2 9.3 5.0 6.3
  20 28.2 10.2 5.6 7.0

 Red 10 21.7 9.0 5.0 6.3
 0.075” 15 27.4 9.8 5.6 6.9
  20 31.4 10.8 6.3 7.6

Performance
360° 180° 90°

 DImEnSIonS UV StABILIzED mAtErIALS BASE/ConnECtIon tyPE

 HEIGHT 0.87” 
 WIDTH across wings 0.5” acetal Inlet: “QUICK”	THREAD 0.16”
 WEIGHT	(approx)	 0.021	oz
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